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CARTRIDGE, 5.56MM, BALL, M193

Type Classification:

STD - AMCTC 5143.

Use:

Rifles, 5.56mm, M16 and M16A1.  The cartridge is
intended for use against personnel and unarmored
targets.
Description:

BALL Cartridge.  The cartridge is identified by a plain
bullet tip.
Tabulated Data:

DODAC...............................1305-A066
UNO serial number ............0012
UNO proper shipping

name ...............................Cartridges for
weapons, inert pro-
jectile

Weight ................................182 gr
Length.................................2.26 in.  (57.4 mm)
Tracer .................................NA

Primer.................................Percussion
Fuze....................................NA
Explosive:

Type ...............................NA
Weight ............................NA

Incendiary:
Type - ..............................NA
Weight ............................. NA

Propellant:
Type ...............................WC 844 or

CMR 170
Weight .............................28.5 or 26.5 gr

Projectile:
Weight .............................56 gr

Performance:

Chamber pressure...............52,000 psi
Velocity ..............................3250 fps, 15 ft from

muzzle
Shipping and Storage Data:
Quantity-distance class/

SCG ................................1.4S
Storage code ......................Class V
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CARTRIDGE, 5.56MM, GRENADE, M195

Type Classification:

STD - AMCTC 6919.
Use:

Rifles, 5.56mm, M16 and M16A1.

Description:

GRENADE Cartridge.  The cartridge is identified by a
rose-petal (rosette-crimp) closure of the cartridge case
mouth sealed with red lacquer.

Function:

The cartridge provides pressure, on functioning, to
project grenades to a desired target using a grenade
projection adapter.

Tabulated Data:

DODAC...............................1330-G841
UNO serial number .............0014
UNO proper shipping

name ..............................Cartridges for
weapons, blank

Weight ...............................126 gr
Length.................................1.9 in.  (48.3 mm)
Tracer .................................NA
Primer ................................Percussion
Fuze....................................NA
Explosive:

Type ................................NA
Weight ............................NA

Incendiary:
Type ................................NA
Weight ............................NA

Propellant:
Type ...............................IMR 4475
Weight ............................25 gr

Performance:

Chamber pressure ..............NA
Velocity ..............................140 to 165 fps, 5 ft

6 in.  from muzzle
for projected gre-
nade

Shipping and Storage Data:
Quantity-distance class/

SCG ................................1.4S
Storage code ` ....................Class V

10-5



TM 43-0001-27

THIS PAGE INTENTIONALLY LEFT BLANK

10-6



TM 43-0001-27

CARTRIDGE, 5.56MM, TRACER, M196

Type Classification:

STD - AMCTC 5055.

Use:

Rifles,  5.56mm,  M16  and  M16A1.    The tracer is
intended to permit visible observation of the bullet's in-
flight path or trajectory to the point of impact.

Description:

TRACER Cartridge.  The cartridge is identified by a red
bullet tip.

Tabulated Data:

DODAC...............................1305-A068
UNO serial number ............0012
UNO proper shipping
name ..................................Cartridges for

weapons, inert pro-
jectile

Weight ................................177 gr
Length................................. 2.26 in.  (57.4 mm)
Tracer .................................R284
Primer ................................Percussion
Fuze ...................................NA
Explosive:

Type ...............................NA
Weight ............................NA

Incendiary:
Type ................................NA
Weight .............................NA

Propellant:
Type ...............................WC 844 or

IMR 8208M
Weight ............................... 28.5 gr, 25.3 gr or

CMR 170, 26.5 gr
Projectile:

Weight ............................54 gr

Performance:

Chamber pressure .............. 52,000 psi
Velocity ...............................3200 fps, 15 ft from

muzzle

Shipping and Storage Data:

Quantity-distance class/
SCG ................................1.4S

Storage code ......................Class V
DOT shipping class .............C
DOT designation ................ SMALL ARMS
AMMUNITION
Drawing number..................10534193

References:

SB 700-20
TM 9-1005-249-10
TM 9-1300-206
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CARTRIDGE, 5.56MM, HIGH PRESSURE TEST, M197

Type Classification:

STD - AMCTC 4484.

Use:

Rifles, 5.56mm, M16 and M16A1.  The cartridge is
used to proof test weapons during manufacture, test, or
repair.

Description:

HIGH PRESSURE TEST Cartridge.  The cartridge is
identified by a stannic-stained (silvered) or nickel-plated
cartridge case.

Function:

The cartridge is loaded with a special propellant to
produce pressures substantially in excess of the service
round.

Tabulated Data:

DODAC...............................1305-A070
UNO serial number .............0012

UNO proper shipping
name ..................................Cartridges for

weapons, inert pro-
jectile

Weight ...............................174 gr
Length................................. 2.26 in.  (57.4 mm)
Tracer .................................NA
Primer.................................Percussion
Fuze....................................NA
Explosive:

Type ................................NA
Weight ............................NA

Incendiary:
Type ................................NA
Weight .............................NA

Propellant:
Type ...............................SR 7641
Weight-............................16.7 gr

Projectile:
Weight .............................56 gr

Performance:

Chamber pressure...............70,000 psi
Velocity ..............................NA

Shipping and Storage Data:

Quantity-distance class/
SCG ................................1.4S

Storage code.......................Class V
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CARTRIDGE, DUMMY, 5.56MM, M199

Type Classification:

STD - AMCTC 4662.

Use:

Rifles, 5.56mm, M16 and M16A1.  The cartridge is
used for practice in loading 5.56mm weapons, for
simulated firing to detect flinching of personnel when
firing, and for inspecting and testing the weapon
mechanisms.

Description:

DUMMY Cartridge.  The cartridge is identified by six
longitudinal corrugations (flutings) in the cartridge case
and there is no primer.

Tabulated Data:

DODAC...............................1305-A060
Weight ...............................150 gr
Length.................................2.26 in.  (57.4 mm)
Tracer .................................NA
Primer.................................NA
Fuze....................................NA
Explosive:

Type ...............................NA
Weight .............................NA

Incendiary:
Type ...............................NA
Weight .............................--- NA

Propellant:
Type ................................NA
Weight .............................NA

Performance:

Chamber pressure...............NA
Velocity ..............................NA

Shipping and Storage Data:

Quantity-distance class/
SCG ................................NA

Storage code ......................NA
DOT shipping class .............NA
DOT designation .................NONEXPLOSIVE
AMMUNITION
Drawing number..................10534021

References:

SB 700-20
TM 9-1005-249-10
TM 9-1300-206
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CARTRIDGE, 5.56MM, BLANK, M200

Type Classification:

STD - AMCTC 5942.

Use:

Rifles, 5.56mm, M16 and M16A1.  The cartridge is
designed for simulated firing in training exercises and
for saluting purposes.

Description:

BLANK Cartridge.  The cartridge is identified by a
rose-petal (rosette-crimp) closure of the cartridge case
mouth.  An engraved knurl is located 1/2 inch from the
head of the cartridge case.

Tabulated Data:

DODAC...............................1305-A080
UNO serial number .............0014
UNO proper shipping

name ...............................Cartridges for
weapons, blank

Weight ...............................107 gr
Length.................................1.9 in.  (48.3 mm)
Tracer .................................NA
Primer.................................Percussion
Fuze....................................NA

Explosive:
Type ................................NA
Weight .............................NA

Incendiary:
Type ................................NA
Weight .............................NA

Propellant:
Type ...............................HPC 13
Weight .............................7 gr

Performance:

Chamber pressure...............NA
Velocity ..............................NA

Shipping and Storage Data:

Quantity-distance class/
SCG ................................1.4S

Storage code ......................Class V
DOT shipping class .............C
DOT designation .................SMALL ARMS

AMMUNITION
Drawing number..................10542379

References:

SB 700-20
TM 9-1005-249-10
TM 9-1300-206
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CARTRIDGE, DUMMY, 5.56MM, M232

Type Classification:

STD - AMCTC 4485.

Use:

Rifles, 5.56mm, M16 and M16A1.  The cartridge is an
inert round used for testing the mechanisms of 5.56
weapons.

Description:

DUMMY Cartridge.  The cartridge is identified by a
black chemical finish over the entire round and by the
absence of a primer.

Tabulated Data:

DODAC...............................1305-A069
Weight ...............................161 gr
Length ................................2.26 in.  (57.4 mm)
Tracer .................................NA
Primer ................................NA
Fuze ...................................NA
Explosive:

Type ...............................NA
Weight .............................NA

Incendiary:
Type ...............................NA
Weight ............................NA

Propellant:
Type ................................NA
Weight .............................NA

Performance:

Chamber pressure...............NA
Velocity ...............................NA

Shipping and Storage Data:

Quantity-distance class/
SCG ................................NA

Storage code ......................NA
DOT shipping class .............NA
DOT designation ................NONEXPLOSIVE

AMMUNITION
Drawing number..................10534146

References:

SB 700-20
TM 9-1005-249-10
TM 9-1300-206
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CARTRIDGE, 5.56MMN, BLANK, M755

Type Classification
STD - MSR 04786005.

Use:

The  M755  blank  cartridge  is especially designed for
use with the Sting Ring Airfoil Munition System which
consists of the M234 launcher and the 64mm riot control
M743 projectile fired from the M1GA1 rifle.

Description:

BLANK Cartridge.  The cartridge is only for use-with -
the M234 riot control 64lmm projectile launcher.  The
launcher is attached to the flash suppressor of the
M16A1 rifle and actuated by firing an M755 5.56Gmim
blank cartridge.  The M755 blank cartridge is the only
cartridge that will give the projectile M743 the proper
velocity.  Use of other blank cartridges may damage the
system.

The cartridge is loaded with 12 grains of Dupont Hi
Skor 700X propellant closed with a seven petal nose
crimp and moisture sealed.  The crimped tips of the
cartridge is painted with yellow lacquer for identification
and thus lessen the chance of mixing them with the
standard M16AI rifle blank cartridges.

Function:

The  blank  cartridge  is fed  into the  firing chamber.
When fired, the primer ignites the propellant.   The
expanding propellant  ,gases  pass fiom  the muzzle of
the rifle into the launcher manifold.  The projectile is
ejected from the launcher barrel.  The  propellant charge
is not sufficient to eject the cartridge case which must
be ejected by pulling the charging handle of the rifle all
the way back.

Tabulated Data

DODAC ..............................TBA
Weight ................................112 gr
Length.................................1.9 in.  (48.3 mm)
Tracer NA
Primer.................................Percussion
Fuze....................................NA
Explosive:

Type ...............................NA
Weight ............................NA

Incendiary:
Type ................................NA
Weight .............................NA

Propellant:
Type ................................Hi Skor 700X
Weight ............................12 gr
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Performance:

Chamber pressure...............NA
Velocity ...............................172 to 198 fps
Maximum range ..................100 m

Shipping and Storage Data:

Quantity-distance class/
SCG ................................1.4S

Storage code.......................Class I
DOT shipping class .............C
DOT designation ................SMALL ARMS

AMMUNITION
Drawing number..................C122-3-43
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CARTRIDGE, 5.56MM, BALL, M855

Type Classification:

STD - MSR 05826003.

Use:

Machine Gun, 5.56mm, M249E1; and Rifle, 5.56mm,
M16A2.  The cartridge is intended for use against
personnel and unarmored targets.

Description:

BALL Cartridge.  The cartridge is identified by a green
bullet tip.

Tabulated Data:

DODAC...............................1305-A059
UNO serial number .............0012
UNO proper shipping
name...................................Cartridges for

weapons, inert pro-
jectile

Weight ................................190 gr
Length.................................2.26 in.  (57.4 mm)
Tracer .................................NA
Primer.................................Percussion
Fuze ...................................NA
Explosive:

Type ................................NA

Weight .............................NA
Incendiary:

Type ...............................NA
Weight .............................NA

Propellant:
Type ...............................WC 844
Weight ............................26.1 gr

Projectile:
Weight .............................62 gr

Performance:

Chamber pressure ..............55,000 psi
Velocity ..............................3025 fps, 78 ft from

muzzle

Shipping and Storage Data:

Quantity-distance class/
SCG.................................1.4S

Storage code ......................Class V
DOT shipping class .............C
DOT designation .................SMALL ARMS
AMMUNITION
Drawing number .................9342862

References:

DARCOM 700-3-2
TM 9-1300-206
TM 9-1305-201-20&P
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CARTRIDGE, 5.56MM, TRACER, M856

Type Classification:

STD - MSR 05826002.

Use:

Machine Gun, 5.56mm, M249E1; and Rifle, 5.56mm,
M16A2.  The tracer is intended to permit visible
observation of the bullet's in-flight path or trajectory to
the point of impact.

Description:

TRACER Cartridge.  The cartridge is identified by an
orange bullet tip.

Tabulated Data:

DODAC...............................1305-A063
UNO serial number ............0012
UNO proper shipping
name...................................Cartridges for

weapons, inert pro-
jectile

Weight ...............................191 gr
Length.................................2.26 in.  (57.4 mm)
Tracer .................................NA
Primer.................................Percussion
Fuze ...................................NA

Explosive:
Type ................................NA
Weight ............................NA

Incendiary:
Type ................................NA
Weight ............................NA

Propellant:
Type ................................WC 844
Weight .............................24.7 gr

Projectile:
Weight ............................63.7 gr

Performance:

Chamber pressure ..............55,000 psi
Velocity ..............................2870 fps, 78 ft from

muzzle

Shipping and Storage Data:

Quantity-distance class/
SCG ................................1.4S

Storage code.......................Class V
DOT shipping class .............C
DOT designation .................SMALL ARMS
AMMUNITION
Drawing number..................9342863

References:

SB 700-20
TM 9-1300-206
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CARTRIDGE, 5.56MM, PLASTIC, PRACTICE, M862

Type Classification:

STD - To be approved.

Use:

Rifles, 5.56mm, M16A1 and M16A2 with M2 Practice
Bolt.  The cartridge is for training in local and urban
training areas where range restrictions preclude use of
full range standard service ammunition.

Description:

PLASTIC Cartridge.  The cartridge is identified by a
blue plastic bullet.

Tabulated Data:

DODAC........................ 1305-A065
UNO serial number ...... 0012
UNO proper shipping
name............................ Cartridges for

weapons, inert pro-
jectile

Weight ......................... 108 gr
Length.......................... 2.03 in.  (51.6 mm)
Tracer .......................... NA
Primer.......................... Percussion
Fuze............................. NA

Explosive:
Type ................................NA
Weight .............................NA

Incendiary:
Type ................................NA
Weight .............................NA

Propellant:
Type ................................WPR 260
Weight .............................8.7 gr

Projectile:
Weight .............................3.6 gr

Performance:

Chamber pressure...............15,750 psi
Velocity ...............................4525 fps, 15 ft from
muzzle

Shipping and Storage Data:

Quantity-distance class/
SCG ................................1.4S

Storage code ......................Class V
DOT shipping class .............C
DOT designation .................SMALL ARMS

AMMUNITION
Drawing number..................12598589

References:

SB 700-20
TM 9-1005-249-10
TM 9-1300-206
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CARTRIDGE, 5.56MM, ARMOR PIERCING (AP), M995

Type Classification:

Std - 29 Mar 96.

Use:

Rifle, 5.56MM, M16A2 Rifle, 5.56MM, M249 Squad
Automatic Weapon.

Description:

Armor Piercing Cartridge.  This cartridge is identified by
black bullet tip identification paint.

Purpose:

This cartridge provides improved penetration
performance against various targets as compared to
standard ball ammunition.

Tabulated Data:

DODAC........................ 1305-AA01,
1305-AA02
Weight ......................... 180 gr
Length.......................... 2.25 in.
Tracer .......................... N/A
Primer.......................... 4.5mm Berdan
Fuze............................. N/A
Explosive:

Type ......................... N/A
Weight ...................... N/A

Incendiary:
Type ......................................N/A
Weight ...................................N/A

Propellant:
Type ......................................WCR845
Weight ...................................27.5 gr

Projectile:
Weight ...................................52 gr

Performance:

Chamber pressure.....................50,250 psi
Velocity .....................................3324 fps at 78 ft

from muzzle

Shipping and Storage Data:

Linked AP cartridge...................1305-01-393-7050,
AA01
Linked AP cartridge with tracer..1305-01-393-7052,

AA02
Quantity-distance class/SCG.....1.4S
Storage code.............................Class C
DOT shipping class ...................C
DOT designation .......................SMALL ARMS
AMMUNITION
Drawing number........................12956131

References:

TM 9-1005-201-10
TM 9-1005-319-10
TM 9-1305-201-20&P
TM 9-1305-201-34&P
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